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Лес лазательный для малышей
Игровой комплекс для малышей с уникальным сочетанием 
активностей состоит из тоннеля, подвесных мостиков и 
дорожек, канатов, пандусов и спусков.  

4.03010



RI
C

H
TE

R 
RU

S
08

0
B 

—
 О

бо
ру

до
ва

ни
е 

дл
я 

ма
лы

ш
ей

Игровая ценность
Полоса препятствий, разработанная специально для детей 
младших возрастов, состоит из различных элементов, 
предлагающих разнообразные виды деятельности, такие как 
лазание, балансирование и прохождение через отверстия, 
игра. Планировка, похожая на нишу, предоставляет 
детям достаточно места для ролевых игр, наполненных 
фантазиями, и для того, чтобы прятаться. Несколько 
небольших пандусов, платформ, верёвок и беговых дорожек 
приглашают детей взобраться на оборудование.

Возраст
— 1–3
— 3–7

Область применения
— Детские площадки в общественных местах
— Детские сады
— Школы
— Детские парки
— Частные объекты

Виды деятельности
— Игра сюжетно-ролевая
— Движение
— Общение
— Отдых
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4.03010

Технические характеристики
Оборудование изготовлено 
из лиственницы.

1А —  Диагональное сечение

3 —  Рассечение сердцевины

4 —  Доски с полукруглой 
поверхностью

6 —  Соединение паз-гребень

19 - Верёвка

20 - Алюминиевый зажим для 
верёвки

26 - Шарнирное крепление 
верёвки

29 —  Колпачок-заглушка

30 —  Регулировка

33 —  Рассечение сердцевины

41 —  Анкеры для крепления к 
поверхности

Габаритные размеры
Возможны небольшие отклонения.

Высота 1,80 м
Высота платформ 0,40 / 0,60 м
Длина 6,90 м
Ширина 5,15 м

Комплектация
— Платформа со стальными ножками 4
— Ступени 3
— Игровая бочка 1
— Бревно для балансирования 1
— 1 мостик
— Лестница 1
— Наклонная поверхность с горкой из 

нержавеющей стали 1
— Поручни из каната 6
— Канат для балансирования 1

Установка
Требуется покрытие площадки с учетом 
высоты падения ≤ 0,60 м.

Фундаменты
— 9 блоков 90 x 50 x 40 см
— Глубина заложения фундаментов 60 см
— 1 блок 90 x 30 x 20 см
— Глубина заложения фундаментов 40 см
— 2 блока 30 x 30 x 30 см
— Глубина заложения фундаментов 50 см
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Components

4 Floors for platform with steel feet
3 Stepping blocks
1 Crawl barrel
1 Balancing beam
1 Gap bridge
1  Support frame for gap bridge  

with steel feet
1 Staircase
1 Inclined wall with inclined   
 stainless steel surface
6 Hand ropes
1 Balancing rope

Installation information

Surfacing requirements 
corresponding to a fall height of ≤ 0.60 m
(please refer to price list for more 
detailed information)

Foundations 
9 items 90 x 50 x 40 cm
Excavation depth 60 cm
1 item 90 x 30 x 20 cm
Excavation depth 40 cm
2 items 30 x 30 x 30 cm
Excavation depth 50 cm

Attention:
Exact measurements may vary; for 
all installation dimensions refer to 
current assembly instructions.
Technical changes reserved.

Order No. 4.03010  
Totter Trail Type 01

Technical information

Equipment made of non-impregnated 
mountain larch

Bevel cut
Vertical stand posts with bevelled end 
grain section as constructive wood 
preservation measure

Core-free
Sawn-timbers core-free, thus decreasing 
occurrences of cracking and undesired 
changes in shape

Claddings
Claddings made of mountain larch  
(4 – 5 cm). Peeled white by hand, 
natural tree surface remains tangible 
and perceptible

Tongue and groove
Tongue and groove planks made of 
4 cm solid wood, highly resilient, no 
trickling of dust / sand, protection 
against direct rain

Richter Hercules type rope
Richter Hercules type rope, a combina-
tion of galvanised six-strand steel cables 
and polyester yarn, diameter > 20 mm, 
laid and glued with very good abrasion 
resistance, strong sheathing even in the 
case of damage by puncturing

Aluminium rope pressing
Aluminium rope pressing, cylindrically 
pressed, with rounded ends

Rope connection with joint
Close-fitting connection with joint, 
without dangerous openings, with 
sintered bush and adjustable screw 
connection

Profiled washer
Profiled washer for covering protruding 
screw heads according to standard, 
improved pressure distribution and 
protection against water. Impedes 
loosening the bolt

Adjustable
Adjustable two-piece bolt connection, 
easy to maintain,  
no projecting threads

Sintered bush
For all reciprocating movements we 
use sintered plain bearings which are 
self-lubricating in use and can easily be 
exchanged if necessary

Ground anchor
All parts used for anchoring to the 
ground are made of hot-dip galvanised 
steel or stainless steel

For more detailed explanation of the 
quality characteristics see price list.

Steps made of hardwood 32 mm

Stainless steel slide surface

Dimensions
(small deviations possible)

Height  1.80 m
Floor heights 0.40 / 0.60 m
Length  6.90 m
Width  5.15 m

Scale 1:100

Safety check according to DIN EN 1176

Safety distance
Device dimensions

Functional distance
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