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Игровой комплекс 4914
Центр игрового деревянного комплекса – платформа. По 
сторонам от неё расположены игровой домик, система 
подъёма и пересыпания песка, широкая горка. Подняться на 
платформу можно по наклонной сетке или по лесенке.
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Игровая ценность
Игровой комплекс – это универсальная детская площадка 
с базовым набором оборудования для детей младших и 
школьных возрастов. На небольшом пространстве есть 
место для ролевых игр, для творчества, игр с природными 
материалами, для активных игр: пряток, догонялок, лазания 
и катания. 

Двухуровневая структура игрового комплекса стимулирует 
коммуникацию, создаёт возможности для индивидуальной 
и групповой игры. Найдётся место и для спокойных игр, 
уединения и отдыха. 

Традиционный деревянный домик с проёмами в 
стенах обеспечивает детям ощущение спокойствия и 
защищённости. Этот комплекс – идеальное решение для 
небольших территорий.

Возраст
	— 0–3
	— 3–7
	— 7–11

Область применения
	— Детские площадки в общественных местах
	— Детские сады
	— Школы
	— Реабилитационные центры
	— Частные объекты

Виды деятельности
	— Игра сюжетно-ролевая, предметная, сенсорная, 

коммуникативная, настольная
	— Движение
	— Общение, взаимодействие
	— Экспериментирование
	— Отдых

Особые отметки
	— Подходит для МГН
	— Вандалоустойчивое оборудование

4.14914
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Технические характеристики
Оборудование изготовлено 
из лиственницы.

1А — ​Диагональное сечение

3 — ​Рассечение сердцевины

6 — ​Соединение паз-гребень

8 — ​Ступени из дерева твёрдых 
пород

19 — ​Верёвка

20 — ​Алюминиевый зажим для 
верёвки

21 — ​S-образные зажимы

41 — ​Анкеры для крепления к 
поверхности

43 — ​Цепи

Габаритные размеры 
Возможны небольшие отклонения.

Высота 3,50 м
Длина 4,75 м
Ширина 5,25 м
Высота платформы 1,00 м
Длина платформы 2,50 м
Вес 730 кг

Комплектация
	— Платформа 1
	— Домик 1
	— Лестница 1
	— Сетка 1
	— Горка 1
	— Кран 1
	— Труба 1
	— Ковш 1

Установка
Требуется покрытие площадки с учетом 
высоты падения ≤ 1,00 м.

Фундаменты
	— Домик

6 блоков 60 x 60 x 60 см
Глубина заложения фундаментов 80 см

	— Сетка
2 блока 50 x 50 x 40 см
Глубина заложения фундаментов 80 см

	— Горка
Глубина заложения фундаментов 55 см
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Components

1 Platform 1.60 x 2.50 m with steel feet
1 Platform house with steel feet
 floor dimensions 1.25 x 1.80 m
1 Ladder
1 Inclined climbing net,
 Order No. 3.69140
1 Stainless steel slide with ground anchor
 Order No 3.63300
1 Revolving crane with sand hoist
1 Sand pipe
1 Shovel with chain

Installation information

Surfacing requirements 
corresponding to a fall height of ≤ 1.00 m
(please refer to price list for more 
detailed information)

Foundations
Platform House
6 items 60 x 60 x 60 cm
Excavation depth 80 cm
Inclined Climbing Net
2 items 50 x 50 x 40 cm
Excavation depth 80 cm
Slide
Excavation depth for ground  
anchor 55 cm

Attention:
Exact measurements may vary; for 
all installation dimensions refer to 
current assembly instructions.
Technical changes reserved.

Order No. 4.14914 
Platform House 4914

Technical information

Equipment made of mountain larch

Bevel cut
Vertical stand posts with bevelled end 
grain section as constructive wood 
preservation measure

Core-free
Sawn-timbers core-free, thus decreasing 
occurrences of cracking and undesired 
changes in shape

Tongue and groove
Tongue and groove planks made of 
4 cm solid wood, highly resilient, no 
trickling of dust / sand, protection 
against direct rain

Hardwood rungs
Climbing rungs made of hardwood (ash) 
Ø 4.2 cm, milled and mortised, secured 
against twisting, easy to grip and not 
cold for children to touch

Richter Hercules type rope
Richter Hercules type rope, a combina-
tion of galvanised six-strand steel cables 
and polyester yarn, diameter > 20 mm, 
laid and glued with very good abrasion 
resistance, strong sheathing even in the 
case of damage by puncturing

Aluminium rope pressing
Aluminium rope pressing, cylindrically 
pressed, with rounded ends

S-connectors
S-connectors Ø 8.1 mm,  
made of high-quality stainless steel, 
rounded

Ground anchor
All parts used for anchoring to the 
ground are made of hot-dip galvanised 
steel or stainless steel

Chains 
Chains made of hot-dip galvanized 
steel (1.4301 / 1.4571 at extra charge) 
welded before galvanising, short-linked, 
without eyelets on the connecting parts, 
easy to exchange and shorten

For more detailed explanation of the 
quality characteristics see price list.

House floor made of 25 mm tongue and 
groove boards
Sand container of textile-reinforced 
rubber belt, 8 mm thick
Total construction of the slide made of 
stainless steel, thickness of the  
sides 2 mm, thickness of sliding  
surface 2.5 mm
Revolving range of crane 350°, axially 
connected to post, with maintenance-
free turning mechanism
Sand pipe made of plastic, wall thickness 
approx. 7 mm

Order No 4.14916
Platform House 4916
with Handrails all round

Dimensions
(small deviations possible)

Height   3.50 m
Length   4.75 m
Width   5.25 m
Platform height  1.00 m
Platform length  2.50 m
Weight   730 kg

Scale 1:100

Safety check according to DIN EN 1176

Safety distance
Device dimensions

Functional distance
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