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Лазательные брёвна тип 5
Лазательные брёвна, изготовленные из массива 
лиственницы, с гамаком и верёвочным мостом.

4.21050
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4.21050

Игровая ценность
Наши лазательные брёвна, изготовленные из массива 
лиственницы, привлекают внимание и вызывают интерес 
даже на расстоянии. Благодаря разноуровневой структуре 
большое количество детей может играть вместе на 
небольшом пространстве: это обеспечивает плавный 
игровой ритм игры, даже если много детей спонтанно 
захотят поиграть. Данный комплекс предназначен не 
только для лазания, но для исследования высоты при 
помощи органов чувств – рук и ног, это и привлекательная 
зона отдыха, где дети могут отдохнуть, пообщаться и 
понаблюдать за другими.

Возраст
— 3-7
— 7-11

Область применения
— Детские площадки в общественных местах
— Детские сады
— Школы
— Детские парки
— Частные объекты

Виды деятельности
— Движение
— Общение, взаимодействие
— Экспериментирование
— Отдых
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4.21050

Технические характеристики
Оборудование изготовлено 
из лиственницы.

1 —  Чистая окорка брёвен

3 —  Рассечение сердцевины

19 —  Верёвка

20 —  Алюминиевый зажим для верёвки

29 —  Колпачок-заглушка

30 —  Регулировка

41 – Анкеры для крепления к поверхности

43А – Нержавеющие Цепи

46 —  Компенсационный пропил

48 – Крепление сетей

Габаритные размеры
Возможны небольшие отклонения.

Высота 1,10 м
Высота сети  0,75 м
Длина 4,10 м
Ширина 2,80 м
Сеть 1,15 х 0,70 м
Вес 550 кг

Комплектация
— Круглые бревна 15
— Стальные ножки 10
— Горизонтальная сетка 1
— Веревочный мост 1

Установка
Требуется покрытие площадки с учетом 
высоты падения ≤ 1,50 м.

Фундаменты
— 10 блоков 50 x 50 x 50 см
— Глубина заложения фундаментов 70 см
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Components

15 Round logs  
 with 10 steel feet
1 Horizontal net
1 Suspension Bridge

Installation information

Surfacing requirements
corresponding to a fall height of ≤ 1.50 m
(please refer to price list for more 
detailed information)

Foundations
10 items 50 x 50 x 50 cm
Excavation depth 70 cm

Attention:
Exact measurements may vary;  
for all installation dimensions refer 
to current assembly instructions.
Technical changes reserved.

Order No. 4.21050 
Climbing Stack 5

Technical information

Equipment made of non-impregnated 
mountain larch

Peeled white
Palisades peeled white means that bark, 
cambium and sapwood are removed, 
the natural shape of the trunk is 
preserved and can be experienced

Core-free
Sawn-timbers core-free, thus decreasing 
occurrences of cracking and undesired 
changes in shape

Richter Hercules type rope
Richter Hercules type rope, a combina-
tion of galvanised six-strand steel cables 
and polyester yarn, diameter > 20 mm, 
laid and glued with very good abrasion 
resistance, strong sheathing even in the 
case of damage by puncturing

Hercules rope
Hercules rope, for spliced net connec-
tions. A compound of steel rope for the 
core and polyester or polyamide yarn 
for the sheath. High abrasion resistance, 
4 or 6 strands

Aluminium rope pressing
Aluminium rope pressing, cylindrically 
pressed, with rounded ends

Profiled washer
Profiled washer for covering protruding 
screw heads according to standard, 
improved pressure distribution and 
protection against water. Impedes 
loosening the bolt

Adjustable
Adjustable two-piece bolt connection, 
easy to maintain,  
no projecting threads

Ground anchor
All parts used for anchoring to the 
ground are made of hot-dip galvanised 
steel or stainless steel

Stainless Chains
Chains made of steel with high 
corrosion resistance.  
Short-linked, without eyelets on the 
connecting parts, easily replaceable and 
simple shortening 

Relief cut
Targeted relief cut as an effective mea-
sure against cracks caused by drying. 
The cut defines the position of the stress 
equalization in the trunk and minimises 
natural cracking

Fastening of rope
Fastening of rope / net by means of 
adjustable chain fixation, easy assembly 
and maintenance

For more detailed explanation of the 
quality characteristics see price list.

Dimensions
(small deviations possible)

Height  1.10 m
Height of net 0.75 m
Length  4.10 m
Width  2.85 m
Net  1.15 x 0.70 m
Weight  approx 550 kg

Scale 1:100

Safety check according to DIN EN 1176

Safety distance
Device dimensions

Functional distance
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6.51019 / L6.51019

Components

4 Stand posts
6 Connecting tie beams
1 Net area
Fittings

Dimensions
(small deviations possible)

Length 4.35 m
Width 5.25 m

Installation information

Surfacing requirements
corresponding to a fall height of ≤ 2.00 m
(please refer to price list for more 
detailed information)

Foundations
4 items 80 x 80 x 60 cm
Excavation depth 80 cm

Note
The climbing structure is an individu-
al construction which is only partly 
pre-assembled in our workshop. 
Therefore, the installation needs 
to be carried out by an installation 
company authorised by us.
Technical changes reserved.
Equipment also available for  
environmental friendly foundations 
(Order No. G6.51019).

Order No. 6.51019 / L6.51019 
Climbing Structure 19

Technical information

Posts made of robinia, Ø 15 - 21 cm

Peeled white
Palisades peeled white means that bark, 
cambium and sapwood are removed, 
the natural shape of the trunk is 
preserved and can be experienced

Bevel cut
Vertical stand posts with bevelled end 
grain section as constructive wood 
preservation measure

Richter Hercules type rope
Richter Hercules type rope, a combina-
tion of galvanised six-strand steel cables 
and polyester yarn, diameter > 20 mm, 
laid and glued with very good abrasion 
resistance, strong sheathing even in the 
case of damage by puncturing

Aluminium rope pressing
Aluminium rope pressing, cylindrically 
pressed, with rounded ends

S-connectors
S-connectors Ø 8.1 mm,  
made of high-quality stainless steel, 
rounded

Profiled washer
Profiled washer for covering protruding 
screw heads according to standard, 
improved pressure distribution and 
protection against water. Impedes 
loosening the bolt

Adjustable
Adjustable two-piece bolt connection, 
easy to maintain,  
no projecting threads

Stainless Chains
Chains made of steel with high 
corrosion resistance.  
Short-linked, without eyelets on the 
connecting parts, easily replaceable and 
simple shortening 

Distance fitting
Screw connection with distance fitting 
to avoid entrapment areas

Fastening of rope
Fastening of rope / net by means of 
adjustable chain fixation, easy assembly 
and maintenance

Standard colour rope: natural

Order No. L6.51019
As above, but de-barked posts made of 
non-impregnated mountain larch with 
steel feet, Ø 15 - 21 cm,  
splinter free 

Ground anchor
All parts used for anchoring to the 
ground are made of hot-dip galvanised 
steel or stainless steel

Relief cut
Targeted relief cut as an effective mea-
sure against cracks caused by drying. 
The cut defines the position of the stress 
equalization in the trunk and minimises 
natural cracking

For more detailed explanation of the 
quality characteristics see price list.

Scale 1:200

Safety check according to DIN EN 1176 and “safety in another way”

Height details in meters

Height of net

Safety distance
Device dimensions

Functional distance
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6.51019 / L6.51019

Components

4 Stand posts
6 Connecting tie beams
1 Net area
Fittings

Dimensions
(small deviations possible)

Length 4.35 m
Width 5.25 m

Installation information

Surfacing requirements
corresponding to a fall height of ≤ 2.00 m
(please refer to price list for more 
detailed information)

Foundations
4 items 80 x 80 x 60 cm
Excavation depth 80 cm

Note
The climbing structure is an individu-
al construction which is only partly 
pre-assembled in our workshop. 
Therefore, the installation needs 
to be carried out by an installation 
company authorised by us.
Technical changes reserved.
Equipment also available for  
environmental friendly foundations 
(Order No. G6.51019).

Order No. 6.51019 / L6.51019 
Climbing Structure 19

Technical information

Posts made of robinia, Ø 15 - 21 cm

Peeled white
Palisades peeled white means that bark, 
cambium and sapwood are removed, 
the natural shape of the trunk is 
preserved and can be experienced

Bevel cut
Vertical stand posts with bevelled end 
grain section as constructive wood 
preservation measure

Richter Hercules type rope
Richter Hercules type rope, a combina-
tion of galvanised six-strand steel cables 
and polyester yarn, diameter > 20 mm, 
laid and glued with very good abrasion 
resistance, strong sheathing even in the 
case of damage by puncturing

Aluminium rope pressing
Aluminium rope pressing, cylindrically 
pressed, with rounded ends

S-connectors
S-connectors Ø 8.1 mm,  
made of high-quality stainless steel, 
rounded

Profiled washer
Profiled washer for covering protruding 
screw heads according to standard, 
improved pressure distribution and 
protection against water. Impedes 
loosening the bolt

Adjustable
Adjustable two-piece bolt connection, 
easy to maintain,  
no projecting threads

Stainless Chains
Chains made of steel with high 
corrosion resistance.  
Short-linked, without eyelets on the 
connecting parts, easily replaceable and 
simple shortening 

Distance fitting
Screw connection with distance fitting 
to avoid entrapment areas

Fastening of rope
Fastening of rope / net by means of 
adjustable chain fixation, easy assembly 
and maintenance

Standard colour rope: natural

Order No. L6.51019
As above, but de-barked posts made of 
non-impregnated mountain larch with 
steel feet, Ø 15 - 21 cm,  
splinter free 

Ground anchor
All parts used for anchoring to the 
ground are made of hot-dip galvanised 
steel or stainless steel

Relief cut
Targeted relief cut as an effective mea-
sure against cracks caused by drying. 
The cut defines the position of the stress 
equalization in the trunk and minimises 
natural cracking

For more detailed explanation of the 
quality characteristics see price list.

Scale 1:200

Safety check according to DIN EN 1176 and “safety in another way”

Height details in meters

Height of net

Safety distance
Device dimensions

Functional distance
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