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"Гусеница" малая
Малый игровой комплекс в виде гусеницы, с высотой, 
соответствующей росту детей от года до трех лет. В "теле" 
гусеницы есть отверстия, в каждом из которых находятся 
разные игровые объекты: крутящиеся столики, цветные 
линзы, колокольчики, совки и лопатки на цепочках (что не 
даёт им потеряться). "Мордочка" "гусеницы" и верхняя кромка 
обозначены цветными плашками.
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5.00025

Игровая ценность
"Гусеница" – это игровой комплекс для малышей, он 
подходит для яслей и младших групп детского сада, а на 
разновозрастной детской площадке обеспечивает интересы 
самых маленьких её посетителей. Этот тип гусеницы 
оснащён поворотным столом, двусторонним каналом и 
лопатками. Идеально подходит для первых игр малышей, 
установлению контактов и сенсорной игры. Ребёнок учится 
ощущать и выстраивать свои границы, соблюдать границы 
других. Особый опыт получают те, кто учится вставать, стоять 
и передвигаться с опорой – высота окошек рассчитана так, 
чтобы малышам было удобно.  

Возраст
— 1–3
— 3–7

Область применения
— Детские сады
— Реабилитационные центры
— Частные объекты

Виды деятельности
— Игра сюжетно-ролевая, предметная, сенсорная, 

коммуникативная
— Движение
— Общение, взаимодействие
— Экспериментирование
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5.00025

Технические характеристики
Оборудование изготовлено 
из лиственницы.

3 —  Рассечение сердцевины

6 —  Соединение паз-гребень

9 —  Фанера

19 —  Верёвка

20 —  Алюминиевый зажим для верёвки

41 —  Анкеры для крепления к поверхности

43 —  Цепи

Габаритные размеры
Возможны небольшие отклонения.

Высота 1,65 м
Высота головы 1,30 м
Длина элементов 
Голова 1,00 м
Средняя часть каждая 2,00 м
Хвост 1,00 м
Вес 150 кг

Комплектация
— Голова гусеницы с усикам 1
— Элемент туловища с поворотным 

столом и каналом 1
— Лопатки 4
— Хвост 1

Установка
Требуется покрытие площадки с учетом 
высоты падения ≤ 0,60 м.
Для функционирования оборудования 
необходим песок.

Фундаменты
— 2 блока 50 x 50 x 40 см
— Глубина заложения фундаментов 60 см
— 2 блока 30 x 30 x 30 см
— Глубина заложения фундаментов 50 см
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Components

1 Head with antennae
1  Element: turntable, two-way channel
 and 4 shovels with chain
1 Tail with bell
2  Steel posts for dowelling  

and 2 heavy duty anchors

Installation information

Surfacing requirements 
corresponding to a fall height of ≤ 0.60 m
(please refer to price list for more 
detailed information)

Foundations
2 items 50 x 50 x 40 cm
Excavation depth 60 cm
2 items 30 x 30 x 30 cm
Excavation depth 50 cm

Attention:
Exact measurements may vary;  
for all installation dimensions refer 
to current assembly instructions.
Technical changes reserved.

Order No. 5.00025  
Caterpillar Type 04

Technical information

Equipment made of non-impregnated 
mountain larch

Core-free
Sawn-timbers core-free, thus decreasing 
occurrences of cracking and undesired 
changes in shape

Plywood
Plywood made of mountain larch, 
three-layer (3 cm) or five-layer (4 cm). 
High dimensional stability,  
waterproof, glued according to  
DIN EN 13353:2011

Richter Hercules type rope
Richter Hercules type rope, a combina-
tion of galvanised six-strand steel cables 
and polyester yarn, diameter > 20 mm, 
laid and glued with very good abrasion 
resistance, strong sheathing even in the 
case of damage by puncturing

Aluminium rope pressing
Aluminium rope pressing, cylindrically 
pressed, with rounded ends

Ground anchor
All parts used for anchoring to the 
ground are made of hot-dip galvanised 
steel or stainless steel

Chains 
Chains made of hot-dip galvanized 
steel (1.4301 / 1.4571 at extra charge) 
welded before galvanising, short-linked, 
without eyelets on the connecting parts, 
easy to exchange and shorten

For more detailed explanation of the 
quality characteristics see price list.

Posts made of stainless steel, glass bead 
blasted

Bell made of brass

Standard colour rope (antennae): 
rainbow

Colour
Colouring with solvent-free acrylic 
paints; the wood is processed in a way 
that allows the structure of the wood to 
remain clearly visible

Dimensions
(small deviations possible)

Height  1.65 m
Height of head 1.30 m
Length of the element 
Head  1.00 m
Middle part  2.00 m
Tail  1.00 m
Weight  150 kg

Scale 1:100

Safety check according to DIN EN 1176

Safety distance
Device dimensions

Functional distance
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