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L6.61000

Большой подвесной мост
Подвесной мост представляет собой масштабную 
динамическую конструкцию, сочетающую визуальную 
лёгкость с прочностью и безопасностью. Его оригинальный 
дизайн с подвижным полотном, закреплённым на 
устойчивых опорах, создаёт эффект "живого" сооружения, 
привлекающего внимание как детей, так и взрослых. 
Особенностью конструкции является контролируемая 
амплитуда раскачивания, обеспечивающая острые 
ощущения при полной безопасности.
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Игровая ценность
Большой подвесной мост становится центром притяжения 
на любой игровой площадке, предлагая уникальный 
сенсорный и двигательный опыт. Преодоление 
неустойчивой поверхности развивает вестибулярный 
аппарат, координацию и чувство баланса, тренируя ловкость 
и уверенность в своих движениях. Конструкция стимулирует 
исследовательский интерес и преодоление небольших 
страхов, способствуя эмоциональному развитию.

Для детей мост превращается в пространство для 
социального взаимодействия - они учатся согласовывать 
движения, по очереди преодолевать препятствие или 
синхронизировать прыжки для усиления раскачивания. 
Взрослые также с удовольствием включаются в игру, 
что делает мост универсальным многофункциональным 
оборудованием, объединяющим разные возрастные группы 
через совместную игровую активность.

L6.61000

Виды деятельности
	— Движение
	— Взаимодействие
	— Экспериментирование
	— Общение
	— Риск

Особые отметки
	— Вандалоустойчивое 

оборудование

Возраст
	— 5+

Область применения
	— Детские площадки в 

общественных местах
	— Парки
	— Детские сады
	— Школы
	— Частные объекты
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L6.61000

Габаритные размеры 
Возможны небольшие отклонения.

Габаритные размеры: 8,4 м
Длина мостика: 7,0 м
Ширина мостика: 0,7 м
Пешеходная дощечка: 75 х75 мм
Высота платформы: 1,0 м
Вес: 600 кг

Комплектация
	— 2 Торцевые рамы (конечные стойки) со 

стальными опорами и лестницами
	— 1 Пешеходный мостик с цепными 

поручнями

Установка
Требуется покрытие площадки, 
соответствующее высоте падения (зависит 
от условий установки).

4 блока 220×60×80 см, u-образной формы 
Глубина фундамента: 100 см

Внимание! 
Возможны технические изменения.
Точные размеры фундаментов могут 
отличаться, все установочные размеры см. 
в действующих инструкциях по установке.
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L6.61000

Components

2 End frames with steel feet and ladders
1 Walkway with chain handrails

Installation information

Surfacing requirements  
corresponding to fall height, dependent 
on installation situation
(please refer to price list for more
detailed information)

Foundations
4 items 220 x 60 x 80 cm, u-shaped
Excavation depth 100 cm

Attention:
Exact measurements may vary; 
for all installation dimensions refer 
to current assembly instructions.
Technical changes reserved.

Order No. L6.61000  
Big Suspension Bridge

Technical information

Equipment made of non-impregnated 
mountain larch

Peeled white
Palisades peeled white means that bark, 
cambium and sapwood are removed, 
the natural shape of the trunk is 
preserved and can be experienced

Core-free
Sawn-timbers core-free, thus decreasing 
occurrences of cracking and undesired 
changes in shape

Hardwood rungs
Climbing rungs made of hardwood (ash) 
Ø 4.2 cm, milled and mortised, secured 
against twisting, easy to grip and not 
cold for children to touch

Profiled washer
Profiled washer for covering protruding 
screw heads according to standard, 
improved pressure distribution and 
protection against water. Impedes 
loosening the bolt

Adjustable
Adjustable two-piece bolt connection, 
easy to maintain,  
no projecting threads

Interlocking
Interlocking connection, with milled 
metal rings or serrated disc dowels, to 
reinforce the bolt connection under 
high loads transverse to the grain 
direction of the wood

Ground anchor
All parts used for anchoring to the 
ground are made of hot-dip galvanised 
steel or stainless steel

Stainless Chains
Chains made of steel with high 
corrosion resistance.  
Short-linked, without eyelets on the 
connecting parts, easily replaceable and 
simple shortening 

For more detailed explanation of the 
quality characteristics see price list.

Carrying rope Ø 18 mm of ”Hercules 
type“ with steel core, suspended from 
drop-forged joints

Dimensions
(small deviations possible)

Outside dimension 8.40 m
Walkway length 7.00 m
Walkway width 0.70 m
Walking boards 75 x 75 mm
Platform height 1.00 m
Weight  600 kg

Special lengths on request 

Scale 1:100

Safety check according to DIN EN 1176

Safety distance
Device dimensions

Functional distance
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Технические характеристики
1 — ​Чистая окорка брёвен

3 — Рассечение сердцевины

8 — Ступени из дерева 
твёрдых пород

29 — ​Колпачок-заглушка

30 — Регулировка

31 — Жёсткое соединение

41 — ​Анкеры для крепления  
к поверхности

43А — Нержавеющие цепи
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6.51019 / L6.51019

Components

4 Stand posts
6 Connecting tie beams
1 Net area
Fittings

Dimensions
(small deviations possible)

Length 4.35 m
Width 5.25 m

Installation information

Surfacing requirements
corresponding to a fall height of ≤ 2.00 m
(please refer to price list for more 
detailed information)

Foundations
4 items 80 x 80 x 60 cm
Excavation depth 80 cm

Note
The climbing structure is an individu-
al construction which is only partly 
pre-assembled in our workshop. 
Therefore, the installation needs 
to be carried out by an installation 
company authorised by us.
Technical changes reserved.
Equipment also available for  
environmental friendly foundations 
(Order No. G6.51019).

Order No. 6.51019 / L6.51019 
Climbing Structure 19

Technical information

Posts made of robinia, Ø 15 - 21 cm

Peeled white
Palisades peeled white means that bark, 
cambium and sapwood are removed, 
the natural shape of the trunk is 
preserved and can be experienced

Bevel cut
Vertical stand posts with bevelled end 
grain section as constructive wood 
preservation measure

Richter Hercules type rope
Richter Hercules type rope, a combina-
tion of galvanised six-strand steel cables 
and polyester yarn, diameter > 20 mm, 
laid and glued with very good abrasion 
resistance, strong sheathing even in the 
case of damage by puncturing

Aluminium rope pressing
Aluminium rope pressing, cylindrically 
pressed, with rounded ends

S-connectors
S-connectors Ø 8.1 mm,  
made of high-quality stainless steel, 
rounded

Profiled washer
Profiled washer for covering protruding 
screw heads according to standard, 
improved pressure distribution and 
protection against water. Impedes 
loosening the bolt

Adjustable
Adjustable two-piece bolt connection, 
easy to maintain,  
no projecting threads

Stainless Chains
Chains made of steel with high 
corrosion resistance.  
Short-linked, without eyelets on the 
connecting parts, easily replaceable and 
simple shortening 

Distance fitting
Screw connection with distance fitting 
to avoid entrapment areas

Fastening of rope
Fastening of rope / net by means of 
adjustable chain fixation, easy assembly 
and maintenance

Standard colour rope: natural

Order No. L6.51019
As above, but de-barked posts made of 
non-impregnated mountain larch with 
steel feet, Ø 15 - 21 cm,  
splinter free 

Ground anchor
All parts used for anchoring to the 
ground are made of hot-dip galvanised 
steel or stainless steel

Relief cut
Targeted relief cut as an effective mea-
sure against cracks caused by drying. 
The cut defines the position of the stress 
equalization in the trunk and minimises 
natural cracking

For more detailed explanation of the 
quality characteristics see price list.

Scale 1:200

Safety check according to DIN EN 1176 and “safety in another way”

Height details in meters

Height of net

Safety distance
Device dimensions

Functional distance
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