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СТР 5(L5.03380 Ru-EN)

10. In order to install the sand tray, fasten
the short tie beam to the stand post and
the ladder. Then attach the sand tray
(with the attached sand wheel) to the
tie beam and from beneath to the floor
element according to the markings.

11. Disassemble plywood boards and
tubular arch and install to the recess
in the floor from above and beneath
according to the markings.

12. Insert the straight sand chute from
beneath into the tubular arch and
connect the pipe clips to the plate of the
post.

13. Attach the bent sand chute to the plates
of the corner post and the tie beam
using the pipe clips.
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14. Attach the shovels to the lower section of the
corner posts at the marked positions.

15. Assemble swing, slide and horizontal bar
according to the separate assembly instructions.

16. Check the following aspects before you 
start to set the combination into concrete:
- depth of installation according to the 
marks

- position and orientation of the elements 
to each other

17. Выровняйте конструкцию, заполните 
фундаментные ямы бетоном, 
утрамбуйте и скруглите края. 
Пожалуйста, ознакомьтесь с 
дополнительной инструкцией по 
возведению фундаментов.
Укройте фундамент верхним 
покрытием до уровня земли.

18. Устраните мелкие дефекты 
транспортировки и монтажа.

19. По завершению сборки удалите без 
остатка все вспомогательные 
материалы и инструменты, 
маркировку, клейкую ленту.

Please note that after about 6 weeks all screws 
and bolts need to be checked and, if necessary, 
retightened.
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СТР 6
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